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Battery Colors MSRP

NUM515
Photo trap
PIE1045 

Vente libre 5.2  9  13.3  288  LR6 - AA  Black  
199.90 € incl.

tax

Automatic game camera equipped with 2 detectors for more reactions.

Ideal for all your surveillance needs. 80 ° photo fields of view and 120 ° wide-angle detection to
anticipate the passage of the animal.

Wi-Fi allows you to remotely download photos and videos taken by the device to your
phone or tablet!

Up to 24 million pixels, 1296p Full HD video
Triggering in 0.6 seconds after detection and detection at 20 m.
940nm 'no-glow' function: no visible flash
5 cm color viewing screen.
4 modes: photo, time lapse, hybrid cam, video
1/4 '' foot nut - Supplied with strap

Works with 8 AA batteries and a possible memory card up to 32 GB not included.

Features of the PIE1045 Wi-Fi camera trap

Wi-Fi allows remotely and thanks to the free application (Android / iOS):

download the photos and videos taken by the device
change product settings

The device creates its own Wi-Fi network.
Wide angle of view: 85 °
PIR sensors (motion detectors):

Very large detection angle: 120 °

Plus de visuels
disponibles
sur le site

https://armsco.fr/en/produit-14677-NUM-AXES-PIE1045-WiFi-camera-trap
https://armsco.fr/en/produit-14677-NUM-AXES-PIE1045-WiFi-camera-trap


Central PIR sensor: 60 ° / Lateral PIR sensors: 30 ° each

Detection distance: about 20m
Adjustable sensor detection sensitivity: low / medium / high

Infrared flash:

Invisible black LEDs - Wavelength: 940 nm
Range: about 20 m
Infrared flash with automatic activation depending on the brightness
Adjustable infrared flash brightness :

Auto mode: the camera automatically adjusts the brightness of the infrared flash
according to the battery level. This setting is recommended.
Maximum mode: the infrared flash operates at maximum brightness (high energy
consumption)
Minimum mode: the infrared flash operates with minimum brightness (low energy
consumption)

The brightness of the infrared flash can automatically adjust to the battery level

Fast trigger speed: between 0.2 and 0.6 seconds
Image sensor: 8 Mega Pixels CMOS color
Capture modes:

Photo: 1 to 3 photos per trigger
Video with audio recording: programmable duration from 5 seconds to 3 minutes
Photo + Video with audio: a photo then a video are taken at each release

Photo resolution:

2 MP (1920 x 1440) / 3 MP (2048 x 1536) / 5 MP (2592 x 1944) / 8 MP (3264 x 2448) /
10 MP (3648 x 2736) / 12 MP (4032 x 3024) / 16 MP (4608 x 3456) / 20 MP (5120 x
3840) / 24 MP (5640 x 4232)

Photo file format: JPEG
Video resolution:

VGA (640 x 360) / WVGA (848 x 480) / HD (1280 x 720) / Full HD (1920 x 1080) / Full
HD (1728 x 1296)

Video file format: MP4
PIR detection mode : the device takes photos or videos when the PIR sensors (motion
detectors) detect activity in the area they cover
Time Lapse mode : photos or videos are taken automatically at regular time intervals during
a user-defined time slot (2 programmable time slots). In this mode, the PIR sensors are
disabled.
Timestamp on photos
External memory: SD / SDHC card up to 32 GB (not supplied)
Programmable camera identification number: identifies where and by which camera a photo
was taken.
Programmable password
TV socket: the device can transfer the video signal to an external monitor or TV

Reliable and efficient

2 years warranty
Designed to withstand bad weather (IP66)
Trigger speed: between 0.2 and 0.6 seconds

Ergonomics of the PIE1045 Wi-Fi camera trap

Weight: 288 g (without batteries)
Dimensions: 133 x 90 x 52 mm



Power supply: 8 AA alkaline batteries or 8 AA Ni-MH rechargeable batteries (not supplied) -
You can get these batteries at any time on this website.
External power supply possible
2 inch (~ 5 cm) color TFT LCD screen
USB 2.0 port for downloading files

Les prix de vente conseillés sont mentionnés à titre indicatif. Les armuriers sont libres de vendre
au prix qu'ils souhaitent. Textes et photos non contractuels, sujet à modification.


